
Impact Driver CXT®

TD111D
12Vmax • 1/4" • 135 Nm • 0 – 3
000 min-¹
Compact brushless impact driver with assist mode and two
power settings

A compact and light impact wrench with a hex. 1/4"
drive shank. A compact tool with a max. torque of
135 Nm. Two power settings and assist mode for
driving at ultra low speed until commencing
tightening. Handy LED light.

Technical specifications

CXT Battery ✓
Brushless Motor ✓
No load speed 0 - 3000 / 1300

min-¹
Max Fastening Torque Impact Drill 135 Nm
Tightening Capacity Standard Bolt M5 - M14
Impacts per Minute (IPM) 0 - 1600 / 3900

min-¹
Sound Power Level (LWA) 105 dB(A)

Sound Pressure Level (LpA) 94 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Tool weight with battery 0,97 - 1,1 kg
Product Dimensions (L x W x H): 135 x 66 x 210 mm
Nominal Battery Voltage 12 V
Battery Chemistry (Ni-Cd / Ni-MH / Li-
ion)

Li-ion

Driving Shank 1/4 "

Link to product - www.makitauk.com

User benefits

• Ideal for working in tight spaces and overhead
applications

• Brushless maintenance-free and long-life motor
• The rubber coating on the handle ensures a firm

working grip
• LED light illuminates the work site
• Variable speed
• Quick mount for 1/4 "screwdriver
• Battery protection system automatically shuts off

power when the battery level is low
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